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Redundant Switch Module (RSM) (900RSM-xxxx)
The Redundant Switch Modul resides in a ControlEdge.
'HC800 Redundant controller rack and interfaces with
both CPUs of a redundan system and indicates which
‘CPU is functioning as the Lead controler and which i the.
Reserve. A key switch on the module sefs the mode of
both the Lead and Reserve controlers, guaranieeing.
synchronization of CPUs. A momentary contact position
of the key switch allows the user to switch the Lead
control funcion from CPU-A to CPU-B or vice versa.

“The RSM module supports insertion and removal

‘under power.
Type Rodundant CPU Status and Mode control Modulo
LeadiReserve Green amow LEDs
indication
‘Mode Switch Removable key (2 keys suppied) , three stationary
positions, one momentary
Power Supply Loading | 5V; 22mA max

Power Status Module (PSM) (800PSM-xx)
The Power Status Module resides in a local or emte /0.
rack containing redundant power suppiies. The PSM and
second power supply are contained in a rack extension
‘assembly adjacent o the power supply st position. The
"PSM module s positioned in a dedicated sot between
the two power supplies.

Redundant power and the PSM may be used with a
‘Controller rack with local 0, a Scanner 1 rack with
remote /O confroller racks of non-redundant systems and
‘2 Scanner 2 rack with remote /0 racks of redundant

systems.

Directional indicators on the module indicate.
when both voltage sources of the power supply.

are operating propery
Typo Redundant Power Supply Status indicating
Module
‘Status indication Green directionalindicators using LEDs
Power Supply 5V; 22mA max
Loading
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Remote Terminal Panels

'DIN rail mounted Remote Terminal Panels (RTPs) are available
for use withpre-wired cables to reduce installation ime and labor
expense. Three types of RTPs are avaiable: for analog inputs,
for relay outputs, and for other /O modules. Three cable lengths
are also available to match hardware to installation variatons.
Analog input RTPs include transmiter shunt resistors and
ransiitter power terminals with individual circuitfuses. The.
Relay Output RTP inciudes a fuse and power disconnect swich
for each output. All RTP panels switch field power to alow
‘moduie removal and instalation under controller power. All RTPs
are qualfied as non-nterfering for SIL-2 application.
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Dimensions 438" (1111 mm) 370" 040mm) x 260 (86.0mm) (Lx WxF)
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